AdBIue®4y$

SCHEDA TECNICA

L'AdBlue di GreenChem €& prodotto secondo le norme ISO 22241, con licenza VDA che garantisce
una qualita certificata, un prodotto superiore, affidabile e sicuro.

ANNEX | — AdBlue® IS0 22241 Specifications

Technical requirements:

Quality parameters Unir Threshold limit Test method
min. max.
Urea content ® % (m/m)°| 318 332 150222412, Annex B °
IS0 222412, Annex C*
Densilyat 20 T © ka'm® 10870 | 1093.0 | 150 3675, or IS0 12185
Refractive index at 20 C © - 1.3814 1.3843 | 1S0 22241-2, Annex C
Alkalinity as NH5 % (m/m)® - 02 1ISO 22241-2, Annex D
Biuret % (m/m)° - 03 1ISO 22241-2 Annex E
Aldehyde ma/ka - 5 IS0 22241-2, Annex F
Insolubles ma’'kg - 20 IS0 22241-2, Annex G
Phosphate (POs) ma/kg - 05 IS0 22241-2, Annex H
Calcium ma’kg - 05
Iron ma/ka - 05
Copper ma’kg - 02
Zinc ma’kq - 02
Chrome ma/kg - 02 150 22241-2, Annex |
Nickel ma/kg - 02
Alurminium ma/kg - 0.5
Magnesium ma'kg - 0.5
Sodium ma/kg - 05
Potassium ma/kg - 05
Identity - Identical with the | IS0 22241-2, Arnex J
reference sample

Fornitore GreenChem Holding B.V.

Gravinnen van Nassauboulevard 95
4811 BN BREDA - Paesi Bassi
Tel. +31 (0)76 - 581 27 27

Rappresentante locale GreenChem Solutions Srl.
S.P. 336 20,600
Marcianise (CASERTA) - 81025 Italy
Tel. +39 0823 581 082


about:blank
about:blank



